
Aula Theatre Specifications 
 
AUDITORIUM 
 
Seating capacity     : 1012 
Wheelchair lift      : Yes  
 
STAGE 
 
Proscenium 

Opening     : 15m 
Height      : 6,5m 

 
Performance area 
 Proscenium to cyclorama   : 10m 
 Apron      : Width – 16m 
       : Depth – 3,5m 
Orchestra Pit  
 Size      : Width – 15,5m 
       : Depth – 3,5m 
Black surround 
 Legs      : 4 per side 
 Borders     : 4 
 Split Traverse     : 1 
 
White Cyclorama 
 
White projection screen (downstage) 
 
Fly system 
 Scenery Battens (counterweight - 810kg) : 2 
 Counterweight bars (counterweight – 270kg : 10 
  
Stage access 
 Dock door into loading bay   : Height – 2,6m 
       : Width – 3,5m 
 Lift capacity     : 1800kg 
 Lift dimensions    : Height – 2,3m 
       : Width – 2,5m 
       : Depth – 4m 
Communication 
  Stage     : 2 
  Control room    : 1 
  Fly floor    : 2 
  Follow spot    : 1 
 Run of play system to dressing rooms : Yes 
 
DRESSING ROOMS 
 
Chorus female     : 1 
Chorus male       : 1 
Principal      : 5 
Conductor      : 1 
 
 



LIGHTING 
 
The Aula theatre has a saturation lighting rig. Any changes to this rig need to be 
discussed with the theatre manager at least 14 days before the move-in date.  
 
Control Desk      : ETC Express 24/48 
 
Dimmers / Circuits     : 144 x 2kW 
 
Luminaires 
 

 
DESCRIPTION 

 

 
QTY 

 
WATTAGE 

Fresnell 39 1kW 
Profile 12 1kW 
Profile 4 2kW 
Profile 5 650W 
Profile 4 600W 
Flood 16 500W 
4-colour Cyclorama light 5 500W 
Par64 44 1kW 
 
SOUND 
 
The Aula theatre has a sound system that has been custom designed for the theatre. 
Any extras will need to be sourced and financed by the lessee. 
 
Available equipment 

• Mixing console: Sprirt LX7 
 

• PA 
 

o FOH Left & Right  
2 x JBLMP412 speaker per side powered by Crown CL4 amplifier 
1 x JBL ASB4128 subwoofer per side powered by Crown CL2 amplifier 
 
o FOH centre cluster 
3 x JBL AM6215-64 speaker powered by Crown CL4 amplifier 
 
o FOH delay 
3 x JBL AM6215-64 powered by 2 x Crown CL2 amplifier 
 
o Stage monitors 
4 x JBL AM6215-64 speakers powered by Crown CE2000 amplifier 

 

• Snake 
o 24 Sends 
 

• Miscellaneous 
o Playback: 1 x Standton S.550 double CD player 
o Microphones 
3 x Shure SM58 wireless handheld 
1 x Shure lavelier 



4 x Shure SM58 cable 
 
o  FX / Delay 
2 x Lexicon MPX-250 
1 x DBX 1046 Quad compressor 
1 x Symetrix 562E Quad gate 

 
HUMAN RESOURCES 

 
Please note that the venue supplies only one person which will be on standby during 
the duration of the rental period. The lessee is responsible for supplying: 

• Sound operator 

• Lighting operator 

• Follow spot operators 

• Film projectionists 

• Décor bar operators 

• Stagehands 

• Front of house crew 
 
MUSIC INSTRUMENTS 
 

• 1 x Steinway concert grant piano (9ft) 

• 1 x Kawai upright piano 

• 1 x Church organ 
 
Please note that the client is responsible for making arrangements for tuning of 
pianos and that the cost thereof is for the clients account. Please make use of one of 
the following approved service providers: 
 

• Bennie Dekker: (012) 567 1466 
082 995 7777 
 

• Mr Stolze:  (012) 344 3150 
082 644 7658 
 

• Kallie Swanepoel: (012) 333 4459 
083 447 1051 
 

• Johan Viljoen:  (012) 333 4459 
083 447 1051 


